




































































Confirm Button

17
Confirm Button

18

15 16

34

MAXIMUM LOWER LEVEL
AUTOMATIC GROUND BALANCE

10cm
CONFIRM

Confirm Button

WHEN THE BOX TURNED TO GREEN, 
IT MEANS THAT GROUND BALANCE IS COMPLETED 
SUCCESFULLY. AFTER GROUND BALANCE IS 
COMPLETED, A MESSAGE INDICATING THE STARTING 
AND FINISHED SENSITIVITY LEVELS APPEARS ON THE 
SCREEN. NOW YOU MAY START DETECTION BY PRESSING 
«OK» BUTTON. SEARCH DÝSTANCE FROM GROUND IS 
15-20 CM SHOULD BE (ABOUT 1 HAND DISTANCE) . 

COMPLETELY 

WHEN A TARGET IS DETECTED PLEASE 
DETERMINE THE CENTER OF THE TARGET BY 
MEANS OF SCOPE SCREEN AND PRESS «OK» 
KEY ON THE KEYPAD OF THE SYSTEM BOX AND 
MOVE DETECTION COIL AWAY THE TARGET.

YOU DETECTED A TARGET” WHEN THE TARGET 
IS METAL, RADAR WINDOW WILL TURN TO RED. 
TO GET ALL INFORMATION ABOUT THE TARGET, 
PLEASE PRESS AND HOLD “CONFIRM” BUTTON 
PRESSED AND PASS OVER THE TARGET. 
TO EXIT MENU, PRESS “BACK” KEY. 

PASS OVER THE TARGET BY PRESS AND HOLD 
“CONFIRM” BUTTON PRESSED. AFTER PASSING 
OVER IT, RELEASE “CONFIRM” BUTTON. TO EXIT 
MENU, PRESS “BACK” KEY. 
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YOU DETECTED A TARGET!
PLEASE HOLD “CONFIRM” BUTTON AND PASS 
OVER THE TARGET TO GET ALL INFORMATION 
ABOUT THE TARGET. 

YOU DETECTED A TARGET!
PLEASE HOLD “CONFIRM” BUTTON AND PASS 
OVER THE TARGET TO GET ALL INFORMATION 
ABOUT THE TARGET. 

YOU DETECTED A TARGET!
PLEASE HOLD “CONFIRM” BUTTON AND PASS 
OVER THE TARGET TO GET ALL INFORMATION 
ABOUT THE TARGET. 

PRESS “RESET”BUTTON ONE TIME AND PASS 
OVER THE TARGET IN THE OPPOSITE DIRECTION 
AGAIN BY HOLDING “CONFIRM” BUTTON PRESSED. 
TO EXIT MENU, PRESS “BACK” KEY. 

TO CHANGE YOUR DIRECTION, PRESS “RESET” 
BUTTON ONE TIME. HOLD “CONFIRM” BUTTON 
PRESSED AND PASS OVER THE TARGET LAST 
TIME. TO EXIT MENU, PRESS “BACK” KEY. 

RELEASE “CONFIRM” BUTTON. SYSTEM WILL 
AUTOMATICALLY SWITCH TO THE RESULT 
SCREEN. TO EXIT MENU, PRESS “BACK” KEY. 

YOU MAY VIEW ALL INFORMATION ABOUT TARGET 
SIGNAL, INCLUDING DEPTH, ON THE RESULT 
SCREEN. TO EXAMINE SIGNAL ON FULL SCREEN 
AND FROM ALL ANGLES, YOU MAY USE “1” “2” “3” 
KEYS IN THE NUMERATOR SECTION. NOW YOU 
MAY RETURN TO THE DETECTION SCREEN BY 
PRESSING “BACK” KEY. 
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IF YOU DESIRE TO SAVE 3D RESULT 
SCREEN, PRESS SAVE KEY ON THE 
KEYPAD. 

DATE NAME REGION

_ _ /_ _ /_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

TO EXIT WITHOUT SAVING, PLEASE 
PRESS BACK KEY. 

PLEASE ENTER DATE / NAME / REGION 
INFO BY USING LETTERS AND NUMBERS
ON THE KEYPAD.

DATE NAME REGION

_ _ /_ _ /_ _ _ _ 0 0 0 0 0 0 0 0 1 _ _ _ _ _ _ _ _ _

AFTER COMPLETION OF NAMING, 
PRESS “OK” KEY.

DATE NAME REGION

1 1 /0 1 /2 0 0 8 V I D E O  1

TO EXIT WITHOUT SAVING, PLEASE 
PRESS BACK KEY.

H A K K A R I _ _

PLEASE ENTER DATE / NAME / REGION 
INFO BY USING LETTERS AND NUMBERS 
ON THE KEYPAD.

YOU MAY VIEW TARGET SIGNAL ON FULL SCREEN 
BY PRESSING “1” KEY ON THE NUMERATOR. AND 
YOU MAY REVOLVE AND EXAMINE SIGNAL BY 
USING “2” - “3” - “4” KEYS. YOU MAY EXIT MENU BY 
PRESSING “BACK” YOU MAY SAVE THE RESULT 
SCREEN BY HOLDING “SAVE” KEY PRESSED. 

WHEN YOU PRESS “SAVE” KEY, THE SAVE 
WINDOW ON THE RESULT SCREEN WILL OPEN. 
ENTER DATE/NAME AND REGION INFORMATION 
BY USING NUMERATOR SECTION. 

WHEN NO DATA IS ENTERED, THE EQUIPMENT 
WILL PERFORM THE SAVING OPERATION WITH 
THE NUMBER IT WILL ASSING AUTOMATICALLY. 

AFTER SAVE INFORMATION IS ENTERED, 
PRESS “OK” KEY ON THE KEYPAD TO COMPLETE 
SAVING OPERATION. TO EXIT WITHOUT SAVING, 
PRESS “BACK” KEY. 



CAUTION!

Golden King Deep Processor Radar is the best system among the systems manufactured so far for receiving data from underground. 
Detector and radar systems delivering 100% performance, on land or in the sea, do not operate with 100% accuracy. Scientifically, it is not 
possible to get 100% result. 
With respect to the results it gives, Golden King Deep Processor Radar is the final point of the technology. 

Results on all these systems may vary depending on system use, weather conditions, mineral level in the ground and environmental effects. 
Our company is not responsible for any effects that may adversely affect detection by Golden King Deep Processor Radar. 

On Golden King Deep Processor Radar, the interpretations made by our system as a result of the detections made by the user are the best 
interpretations allowed by the current technology. These interpretations are for assistance of the user. The results taken are not final and clear. 
They are to the extent allowed by the technology. 

Data and depth values given in the technical manual of Golden King Deep Processor Radar system are obtained at the laboratory. 
This data may vary on site. Metals do not emit magnetic field by themselves unless they are excited. Metals buried in the ground come into a 
chemical reaction with the mineral and metal compounds in the soil, which we may call “rust”. As a result of this reaction, an electrolysis flow 
occurs between metal and soil structure and metal becomes subject to corrosion, resulting in a composition together with mineral or metal 
structure of the ground. And this phenomenon positively affects detection distance for the detectors. 

pH value of the soil and mineral it contains as well as rich metal structure are factors leading to fast or slow reaction. For this reason, big metals at 
depths which are normally cannot be detected may be detected by GOLDEN KING DEEP PROCESSOR RADAR at in the depths up to 8m provided 
the above-mentioned conditions are present.
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